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Dear sir/madam 

Please see the rates for your work 

4 track sliding window with net 

Providing and fixing 4 ( 3glass + 1 net shutter) or according to Track ¾” SERIES aluminium sliding 

window with 5 mm saint gobain plain glass Using Ethylene Propylene Diene Monomer gaskets and 

net ss 304 grade duly fixed by and screwed together after closing holes end joints. special woolpile 

will be used for tracks.Locking arrangements with frame with concealed locks of approved colour 

fitted in rectangular and oval holes by c.r.machine of desired sizes on both ends of shutter sections. 

NSK Bearing of Japan of minimum 5yrs warranty and minimum provision of eight bearing per win-

dow are provided. Frames are  joined together with angle jointer for better rigidity. The whole as-

sembly  fitted in opening and gaps up to 5mm between wall and frame closed by uniform slurry of 

dow corning silicon  

Rate per square ft. Rs.240 

Rate per square ft. Rs.280- for 1” series sections 

Powder coating – included in cost  

Colour anodising (optional) – Rs 40/sqft & Rs.50 for 1” series( 16 Micron thick pure metal type with 

prior double buffing process) 

3 track sliding doors & windows with net 

Providing and fixing ¾” SERIES  3 Track  ( 2 glass + 1 net shutter) Euro make for size (as given by you) 

aluminium sliding window with 4mm saint gobain plain glass Using Ethylene Propylene Diene 

Monomer gaskets duly fixed by machine press and screwed together the joints.Locking arrange-

ments with frame with concealed premium locks of approved colour fitted in rectangular and oval 

holes by c.r.machine of desired sizes on required ends of shutter sections. NSK Bearing of Japan of 

minimum 5yrs warranty and minimum provision of six bearing per window are provided. Frames are  

joined together with angle jointer for better rigidity. The whole assembly fitted in opening and gaps 

between wall and frame up to 5mm are closed by uniform slurry of dow corning 795 silicon 

Rate per square ft. Rs.210 
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Rate per square ft. Rs.240 for 1” series 

Powder coating – included in cost  

Colour anodising (optional) – Rs 35 /sqft & Rs.40 for 1” series ( 16 Micron thick pure metal type with 

prior double buffing process ) 

Casement  (openable) 

Providing single leaf openable aluminium framed 4mm saint gobain clear glass with hinges or albi-

hari (Emex hinges) (according to sections) L tube frame of 50 x 25 mm and standard fitment of lock 

handles 

Rate per square ft. Rs.230 

Colour anodising – Rs 30/sqft ( 16 Micron thick pure metal type with prior double buffing process ) 

Sliding doors in 1” series 

Providing and fixing 3 Track  Euro make for size (as given by you) aluminium sliding door with 4mm 

saint gobain plain glass Using Ethylene Propylene Diene Monomer gaskets duly fixed by machine 

press and screwed together the joints.Locking arrangements with frame with concealed premium 

locks of approved colour fitted in rectangular and oval holes by c.r.machine of desired sizes on re-

quired ends of shutter sections. NSK Bearing of Japan of minimum 5yrs warranty and minimum pro-

vision of six bearing per window are provided. Frames are  joined together with angle jointer for bet-

ter rigidity. The whole assembly fitted in opening and gaps between wall and frame up to 5mm are 

closed by uniform slurry of dow corning 795 silicon 

Rate per square ft. Rs.250 

Powder coating – included in cost  

Colour anodising (optional) – Rs 32 /sqft ( 16 Micron thick pure metal type with prior double buffing 

process ) 

Note :taxes as applicable  

The work will be carried on our newly purchased ‘ACL230K’ GERMAN make machine and lock holes 

will be made by special CR machine (CRK950R) from Belgium. 

For certain hardware colour anodising is not possible where similar colour powder coating items will 

be used. 

Installation and transport for truck load included.  

important Note: The above rates are valid for 30 days only  

Payments : 10% advance along with confirmed order 

30% within 8 days from date of confirmed work order 
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30% after 30  days from date of confirmed work order 

15% during fitting in progress  

Balance on completion  

 

 

 

 

 

 

 

 

 

 

 

 

Please call  091-9371002560 (2.30 to 10 pm) or send email to sales@rollwinindia.com for 

any queries 
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